
Trees. Size and girth varies from 14-16cm
girth upwards.
Refer to Tree Schedule

Approx 150mm clean stone drainage layer

85
0

Base and sides thoroughly
broken up/ over excavated for

a minimum of 400mm

Tree rootball

Topsoil  backfill  to tree pits

M
in

 4
00

Min 400

Sharp sand layer to base of pit. Depth
varies to suit rootball

01 TYPICAL TREE PLANTING DETAIL 
SCALE 1 : 20

Adjacent Lawn Area

va
rie

s

Approx 50mm depth ornamental grade
bark mulch ring.

Watering/aeration System

100mm depth topsoil free of stones

Lawn Grass Mix.

Exsitng  subsoil

2 x 60mm stakes  to sit 450mm above the
ground either side of  tree

Lawn Seed Mix

Aniset Strong Creeping red fescue 40%
Raisa Chewings Fescue 30%
Mentor Hard Fescue 18%
Highland Bent Grass 5%

03 GRASS SEED MIX
SCALE 1 : 20

40
0-

45
0

100mm depth topsoil free of stones

Lawn Grass Mix.

Exsitng  subsoil

02 Bulb Planting 
SCALE 1 : 20

Bulb Drifts Bulb Mix Schedule

6000No. Narcissus Bulbs 1000 each (Early Flame, February Gold, Bulbocodium,Sir Winston Churchill, Jack
Snipe, Lady Sainsbury) - Planted in September in drifts of 250No-500No.

5000No. Spring Corcus 1000 each (Tommansinianus, Bifl orus Blue Pearl, Ruby Giant, Chrysanthus ‘Snow
Bunting’, Sieberi Tricolour) Mixed and Planted in September in drifts of 500No.

700No. Galanthus nivalis Planted in July in drifts of 100No.

5000No. Autum Corcus 2500 each (Speciosus, Speciosus alba) Mixed and Planted in July in drifts of 500No.

Setting out to be agreed with Landscape Architect on Site.

Note
Tree Planting will be a mix of Native and Pollinator Friendly Species
These will be a mix of Avenue and Parkland Trees

Setting out to be agreed with DCC Landscape Architect on Site.

Hedge plants planted in staggered
rows. Spaced equally at 7 Lin.m

Hedge trench min 600mm x 300mm deep.

Base of trench thoroughly broken up
to 150mm depth

100mm clean stone drainage layer

30
0

10
0

Tree guard

04 NATIVE HEDGE
SCALE 1 : 20

PLAN (NTS)

300mm centres

Hedge Species List

As per planting schedule

50mm depth ornamental grade bark mulch, or equal
and approved.

50mm depth ornamental grade
bark mulch ring.

NOTES:
This drawing is the copyright of Dublin City Council. It must not be copied or
reproduced without written consent. Only figured dimensions are to be taken from
this drawing. All contractors must visit the site and be responsible for taking and
checking all dimensions related to the works shown on this drawing.
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