GENERAL NOTES

1.1.  THIS DRAWING IS COPYRIGHT AND SHOULD NOT BE
REPRODUCED IN WHOLE OR PART WITHOUT THE
WRITTEN CONSENT OF PATRICK PARSONS LTD.

DO NOT SCALE FROM THIS DRAWING.

THIS DRAWING SHALL BE READ IN CONJUNCTION
WITH ALL M&E, STRUCTURAL & ARCHITECTURAL
DRAWINGS AND SPECIFICATIONS. REFERENCE
SHALL ALSO BE MADE TO ALL PROJECT SPECIFIC
CDM RISK ASSESSMENTS.
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O [] ¢ o o —Cate I 1. LIGHTING PROPOSAL IS CONCEPT TO
o 5 L JicT IC P o 9 o 2 A A . PUSH BUTTON INDICATE DESIGN INTENT ONLY AND IS
g ¥y [] rs® —| o J CONTROLS BUILT SUBJECT TO CHANGE AND DEVELOPMENT.
\l o IC INTO FEEDER PILLAR

(SEE DETAIL BELOW) 2. THE AREA HAS BEEN ASSUMED TO BE AN E4

ENVIRONMENT “HIGH DISTRICT BRIGHTNESS”
GENERALLY URBAN AREAS WITH MIXED
RECREATIONAL AND COMMERCIAL LAND USE
WITH HIGH NIGHT TIME ACTIVITY.
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3. IT HAS BEEN ASSUMED THAT THE AREA
DOES NOT FOR PART OF NOR IS ADJACENT
TO ANY ENVIRONMENTALLY SENSITIVE
AREAS, SUCH AS GREEN BELT, NATIONAL
PARK, DARK SKY.
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MANUFACTURERS 4. THE WHITE-WATER RAFTING AND CANOE

RECOMMENDATIONS POLO HAS BEEN ASSUMED AS A CLASS I
SPORT (SMALL CLUBS TO REGIONAL/COUNTY
\ CLUB EVENTS) AND PROPOSED TO BE
ILLUMINATED TO AN AVERAGE OF 100LUX.
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CONCRETE
FOUNDATIONS 5. EMERGENCY LIGHTING SHALL PROVIDE 10%
R OF NORMAL LIGHTING LEVELS FOR A

SRS AT DURATION OF NO LESS THAN 120 SECONDS
|72 |- VARIES _| 75 | TO ALLOW EVENTS TO BE STOPPED WITHOUT
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v FRONT ELEVATION RIGHT HAND ELEVATION RISK TO PARTICIPANTS. EXTENT OF

/ _ o EMERGENCY LIGHTING FOR EVACUATION TO
START STOP BE CONFIRMED.

N TYPICAL FEEDER PILLAR FOUNDATION DETAIL @ @ 6. LIGHTING SHALL BE COMPLETE WITH A

N E DIMMING REGIME TO REDUCE LIGHT LEVELS
DURING PERIODS OF INACTIVITY WHILE STILL
5 A = GE PROVIDING SAFETY AND SECURITY LIGHTING
A\\mﬂ A\Q TO THE WATER HAZARD.
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N % —— | \ A . 7. THE CANOE POLO LIGHTING IS PROPOSED
] Lnj ~_ TO BE CONTROLLED SEPARATELY AND USED

- L S 7 ST0° ONLY DURING EVENTS.

. //// il i 8. ADDITIONAL LIGHTING MAY BE REQUIRED TO
] O AN ; THE WALKWAY AREAS AROUND THE
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11;1@ 9. UTILISING BI-DIRECTIONAL LIGHTING ON
/ PUSH BUTTON CONTROLS EITHER SIDE OF THE COURSE WOULD BE
PREFERRED DUE TO UNDULATING WATER
A Sy s— :“ SURFACES, HOWEVER THE SITE BOUNDARIES
—— —A ARE TO BE CONFIRMED. IT HAS THEREFORE
7 [ @ BEEN ASSUMED LIGHTING CAN ONLY UTILISE
THE INSIDE AREAS OF THE COURSE.
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- WITH ILP GUIDANCE NOTE ON OBTRUSIVE
\ s 1225 | LUMINAIRE LIGHT FOR E4 ENVIRONMENTAL ZONE.
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